
The next generation GS350+ fiber optic cable blower is 
proven, having installed over a million feet of fiber at the 
Condux proving grounds. With the ability to install fiber 
from 0.16" - 0.65" (4 - 16.5 mm) into duct ranging from 
0.50" - 1.25" (8 - 42 mm), the Gulfstream 350+ features 
an electronic counter, speed indicator, and maximum 
belt visibility. Available cable packs and duct packs 
help meet the exact job requirements.

Part Number Description 
08784801 Gulfstream™ 350+ Pneumatic Blower

Advantages
• Optimized power band for better performance at the 

most desired install speeds 

• Average improvement in push force of 50% between 
0-170 ft./min

• Improved motor design with stainless steel gears and 
upgraded drive system

• Better cold weather performance 

• More responsive and user friendly

• Better ergonomics for easier transport & more efficient 
onsite control

Features
• Electronic Counter/Real Time Distance (Meters and Feet)
• Speed Indicator (ft/min and m/min)
• No Tools Required for Belt Replacement
• Transparent Covers for Easy Monitoring
• Emergency Stop Button
• Air Conditioning: Filter, Regulator, 

and Lubricator
• Robust Carrying Case

CONDUX INTERNATIONAL, INC
145 Kingswood Drive, PO Box 247, Mankato, MN 56002-0247 U.S.A.
1.507.387.6576  •  1.800.533.2077 (U.S. & Canada)  •  e-mail: conduxinfo@condux.com

CONDUX.COM

Gulfstream™ 350+ Fiber Optic Cable Blower 
Specifications

Specs

Dimensions
23.6" (l) x 13.9" (w) x 13.1" (h)

599 mm (l) x 351 mm (w) x 331 mm (h)
Weight 55 lbs (25 kg)

Duct Range
Sizes 8 mm - 42 mm (.50" - 1.25")

Fiber Cable Range
Sizes 4 mm - 16.5 mm (.16" - .65")

Pneumatic Drive System
Maximum push force 105 lbs. (467 N)

Dynamic Push Force
70 lbs. @ 150 ft/min 

(312 N @ 45.7 m/min)
Air Compressor Requirements
Microduct 

Minimum Air Pressure 100 PSI (7 Bar)*
Recommended Air Pressure 150-205 PSI (10-14 Bar)*

Minimum Flow Rating 35 CFM (1.0 CMM)*
Traditional Duct

Minimum Air Pressure 100 PSI (7 Bar)*
Recommended Air Pressure 115-150 PSI (7-10 Bar)*
Recommended Flow Rating 185-375 CFM (5-11 CMM)*

* Air pressure and fl ow requirements depend on the size of duct and the size of  
 fi ber being installed into that duct.
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