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Pulling System

Electronics

Air Comp

% CONDUX

Width (in.)
Height (in.)
Length (in.)
Weight (Ibs.)
Fuel
Horsepower
Fuel Tank Size (gal.)
Rotation
Telescoping Method
Support
Hydraulic Stabilizers
Pull Force Rating (lbs.)
Bullwheel Grooves
Level Wind

Rope/Cable Type

Maximum Speed (FPM)

Rope/Cable Length (ft.)

Digital Screen

Digital Recorder

Remote

Air Flow (CFM)

Rated Pressure (PSI)

Cable Puller Quick Reference Chart

APS75 Cable Puller

The Blue Ox™ Cable Puller

without Compressor

The Blue Ox™ Cable Puller

with Compressor

Cable Puller

with 12” Capstan & Trailer

94 95 95 80
104 108 108 48
176 192 192 127

6,100 9,000 10,500 1,900

Diesel Diesel Diesel Gasoline Hydraulic Powerpack
49 49 74 13
18 18 22 1.6
30° 75° 75° Detachable/Portable

Manual Hydraulic Hydraulic N/A

Manual Jacks/A-Frame Self Supporting Self Supporting Many Options

Optional (Straight)

Standard (Pivot)

Standard (Pivot)

None

7,500

Yes

3/8” Anti-Twist

8,500

Yes

3/8” Anti-Twist

8,500

Yes

3/8” Anti-Twist

2,000 (w/ 12” capstan)

N/A

N/A

User Supplied

175 175 175 98 (w/ 12” capstan)
2,450 3,000 3,000 User Supplied
Yes Yes Yes Optional
Yes Yes Yes Optional
Tethered Cord Wireless Battery Wireless Battery N/A
N/A N/A 210 N/A
N/A N/A 125 N/A


https://condux.com/product/fiber-optic-cable-puller/

